Troldtekt. —

Troldtekt®

Sound absorption measurements for
35 mm Troldtekt, installed on 13 mm gypsum board,
22 mm wooden battens plus 95 mm mineral wool

VERTICAL
SCHEMATIC 95mmm 95 mm mineral wool
DIAGRAM Bl

22mm — - 22 mm wooden batten
13mm 13 mm gypsum board
5{%@ 35 mm Troldtekt

SOUND Hz | 100 | 125 | 160 | 200 | 250 | 315 | 400 | 500 | 630 | 800 | 1000 | 1250 | 1600 | 2000 | 2500 | 3150 | 4000 | 5000

MEASUREMENTS o |0.25|028|020020]019|023|030|032|039 049|060 076|086 077|069 | 061|069 0,89
Q. = 0,40 - NRC = 0,50 - Absorption class D.

Measurement of the Absorption coefficient o,
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The measurements are
carried out by DELTA 07 L
Acoustics & Vibration A/S.

0,6

0,5

0,4

0,3

0,2 1

0,1

0,0

100 125 160 200 250 315 400 500 630 800 1000 1250 1600 2000 2500 3150 4000 5000

Frequency, Hz

Troldtekt A/S
TrOIthkt® E Sletvej 2A

DK-8310 Tranbjerg J

TIf +45 8747 8100

Fax +45 8747 8111
info@troldtekt.dk

D26 AV1286



